PLAQUES DE TIRANTS D’ANCRAGE EN BPR POUR
TERRE ARMEE

D. Tournette’, J-L. Pégon®, A. Stefanni?, J. Dugat®

'DDE (Direction Départementale de 1'Equipement) de la Réunion - France
*Intrafor - France '

*Bouygues Travaux Publics - France.

Résumé

Le BPR, béton fibré a ultra haute performance développé par l'association Bouygues,
Lafarge et Rhodia, a été utilisé comme plaques d'appuis pour le renforcement d'un mur
en terre armée sur 1'lle de La Réunion. _

L'utilisation du BPR a été proposée par lentreprise et accepté par la Direction
Départementale de 'Equipement de La Réunion ; ses propriétés mécaniques et de
durabilité ont guidé ce choix.

Le BPR remplace la fonte, plus cofiteuse et qui doit &tre réguliérement repeinte.

6 000 plaques ont été pos€es aprés une série de tests et de contrdles stricts par
l'entreprise et le client, pour vérifier I'aptitude du systéme a stabiliser le mur sans risque
de désordre des écailles de béton ordinaire du mur.

On a principalement utilisé des fibres polymeres dans la formule du BPR, et aussi des
fibres en acier inoxydable pour les parties soumises a de fortes sollicitations du sol.
L'expérience de I'lle de La Réunion a prouvé l'efficacité de 1'utilisation du béton de fibres
a ultra hautes performances pour le renforcement des murs en terre armée. Une
production industrielle en grand nombre peut maintenant étre lancée.

Abstract

Ultra high performance fiber reinforced concrete has been used as support plates for the
strengthening of a reinforced earth wall in Reunion Island.

Use of BPR proposed by the contractor Intrafor and accepted by the Reunion Island
Road Administration was chosen for its mechanical properties and durability.

BPR replaces cast iron crosses which are more expansive and have to be painted
regularly.

6,000 plates were placed after a stringent serie of tests and controls by the contractor and
the client, to check the system's ability to stabilize the wall without any risk of rupture of
the concrete panels of the surface.

Mix uses mainly polymer fibres as well as stainless steel for the parts subjected to
greater loads.

The Reunion Island experience proved the efficiency of the use of ultra high
performance fibre-reinforced concretes for the strengthening of reinforced earth walls,
and large scale industrial production can now be launched.
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